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E-Mail Gateway 
Installation Work Sheet
	SVMi LAN CONNECTOR

	A Static IP address, the Subnet Mask, and Default Gateway Address will be required for the SVMi’s LAN connector. This information gets loaded into the Socket.CFG file in the Sockets Directory of the SVMi.  For instructions on how to edit this file see the SVM/SVMi E-Series documentation.

	Static IP Address
	   .   .   .   

	Subnet Mask
	   .   .   .   

	Default Gateway
	   .   .   .   


	MAIL SERVER INFORMATION FOR SYSTEM WIDE PARAMETERS

	This information will be used for sending an error report to the System or IT Administrator.  The Mail Server information can be the same or different than the Mail Server information used by the individual MClass Blocks.

	Mail Server IP Address
	   .   .   .   

	SVMi Username
	     

	SVMi Password
	     

	Domain
	     

	Report to Address
	     

	Reply to Address
	     


	MAIL SERVER INFORMATION FOR MCLASS

	This information will be used for distributing Mail to subscribers assigned this MClass.  MClass Blocks can be assigned per subscriber or group of subscribers.

	Mail Server IP Address
	   .   .   .   

	SVMi Username
	     

	SVMi Password
	     

	Domain
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	SUBSCRIBER INFORMATION

	Because of the simplicity factor there is no User Interface.  The functionality is either made available to a subscriber or it is not.  It is controlled completely by the Voice Mail Administrator(s).

	Subscriber Name
	   .   .   .   

	Subscriber Mailbox Number
	     

	E-Mail Address(es) for E-Message Delivery

	1.
	     

	2.
	     

	3.
	     

	4.
	     

	5.
	     

	E-Mail Address(es) for E-Message Notification

	1.
	     

	2.
	     

	3.
	     

	4.
	     

	5.
	     

	Important Note:  If you did not previously have access to your e-mails remotely by devices other then your PC, then this functionality will NOT alter you Business authorizations.  This functionality will only be made available to subscribers that already have Business authorizations to the required services.

	How many days to retain new messages in your Voice Mail Box?

 FORMCHECKBOX 
 Do Not Delete (Follow Standard Message Retention Timer—Default at 9999 Days)

 FORMCHECKBOX 
 Delete Immediately

 FORMCHECKBOX 
 Delete After 1 Day

 FORMCHECKBOX 
 Delete After 2 Days

 FORMCHECKBOX 
 Other (Specify Number of Days—up to 999)     

	How many attempts do you want the SVMi to try to deliver to or notify the Mail Server of the message before giving up?       
If (when) the attempts timer expires the SVMi will notify the Administrator (if set) that there was a delivery failure.

	How much time between attempts should the SVMi wait before attempting again?       

	Important Note:  Message Retention, Delivery Attempts, and Delivery Retry Interval are actually entered in the MClass.  Either the individual subscriber’s or an organization’s business rules will decide the number or retention days.
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